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0117.50 PIVOT SET, 3/4" OFFSET, HANDED
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BETWEEN DOOR AND STOP

13/16"

3/4"

3/4"

0117.50 BOTTOM PIVOT

FLOOR PLATE

1  

3

4

"

SCRIBE TO

FIT ON JOB

JAMB

BEVEL EDGE

OF DOOR

1

8

" IN 2"

5 1/16" CEMENT CASE

5 1/8" FLOOR PLATE

5 3/16"

CEMENT

CASE

5 1/4"

FLOOR

PLATE

3/16" R.

5/8" MIN.

2 3/8"

PIVOT SPINDLE

C

L

1

3

4

" DIA.

SPINDLE

SHOULDER

COLLAR

ARM LOCKING

SCREW

1-1/4"

3/8"

11/16"

1-3/16"

1/2" R.

R1/4"

1/4-20 X 5/8" OR

#14 X 2" FHWS

(4 PLACES)

3-3/8"

2-1/4"

9-5/8"

9-1/8"

6-1/4"

1/2"

1-3/4"

ARM CAP

FLOOR

PLATE

CEMENT

CASE

WITH FLOOR PLATE

SET CEMENT CASE 1/16" BELOW

SURFACE OF FINISHED FLOOR

1/2"

1 1/16"

DOOR

MORTISED

3/4" DEEP

FOR ARM

3/16"

WITH THRESHOLD

1 1/16"

DOOR MORTISED

"A" DEEP FOR ARM

3/16"

THRESHOLD

1/4 THRESHOLD

1/2 THRESHOLD

5/8

3/8

"A"

3/4"

3/4"

3/4"

1/16"

1/8" Min

CLEARANCE

1/4"

1/4"

3/4"

13/16"

1/16"

1/4-20 x 5/8" FHMS or

#14 x 2" FHWS

(4 PLACES)

JAMB

BEVEL EDGE

 OF DOOR

1

8

" IN 2"

R1/8"

3-55/64"

2-45/64"

1-35/64"

25/64"

7/16"

3/4"

2"

45/64"

23/64"

1-1/16"

5/8

4-1/4"

R3/16"

3/4"

13/16"

0180 TOP PIVOT

3/4"

CEMENT

CASE

NOTES:

1. DO NOT SCALE DRAWING.

2. RIGHT HAND SHOWN.

3. SUITABLE REINFORCEMENT BY OTHER.

4. MAXIMUM DEGREE OF OPENING 180°,

    TRIM PERMITTING.

5. TO MAINTAIN PROPER CLEARANCE USE (1) 1/16" 

    SHIM BETWEEN THE ARM AND ARM BEARING

    WASHER.

6. CENTERLINE OF TOP POVOT PIN MUST BE PLUM

    AND STRAIGHT WITH BOTTOM PIVOT.

7. ITS THE DOOR AND FRAME MANUFACTURERS

    RESPONSIBILITY TO CHECK THE HARDWARE

    SCHEDULE AND PREP THE DOORS AND FRAMES.

8. ALL DIMENSIONS ARE IN INCHES.
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ITEM NO. QTY.
PART NO.

1 2 0180 END CAP

3 2 0180 NEEDLE BEARING

4 1 0180 DOOR PORTION

0180 JAMB PORTION12

5 0180 PIVOT PIN1

4

5

6

7

1. MEASURE 13/16" OUT FROM DOOR JAMB.

2. ALLOW 1/8" MIN CLEARANCE FROM DOOR STOP TO DOOR

    FACE. MEASURE DOOR THICKNESS AND ADD 3/4".

3. WHERE THESE LINES INTERSECT DETERMINES THE

    CENTERLINE OF THE PIVOT POINT.

4. FLOOR PORTION MUST BE INSTALLED COMPLETELY LEVEL

    IN BOTH DIRECTIONS PER ILLUSTRATION.

5. INSTALL 0180 DOOR PORTION PER TEMPLATE

6. INSTALL 0180 JAMB PORTION PER TEMPLATE.

7. INSTALL 0117.50 DOOR PORTION PER TEMPLATE.

8. IF 019 INTERMEDIATE PIVOT IS USED, SEE SEPARATE TEMPLATE.

9. SET DOOR ON 0117.50 PIVOT SET SPINDLE AND TIGHTEN 0117.50 SET SCREW.

10. PUSH 0180 PIVOT PIN IN PLACE AND SECURELY TIGHTEN 0180 END CAP.

11. PUT 0117.50 COVER ON AND SECURE TIGHTLY WITH 0117.50 COVER SCREW.

12. PUT 0117.50 CEMENT CASE MOUNTING PLATE AND SECURE WITH 0117.50

     CASE MOUNTING PLATE SCREWS.

INSTALLATION INSTRUCTIONS

ITEM NO. QTY.

1 1

3 1

4 1

5 1 0117.50 ARM

6 1 0117.50 COVER

7 1

12

PART NO.

0117.50 CEMENT CASE

0117.50 PIVOT PIN

0117.50 SET SCREW

0117.50 COVER SCREW

0117.50 CEMENT CASE MOUNTING PLATE

DOOR

IMPORTANT:

USE PLUMB LINE TO MAKE

SURE THAT CENTERLINE OF

TOP PIVOT PIN LINES UP

WITH THE CENTERLINE OF

SIDE JAMB PIVOTS

 COVER

COVER SCREW
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48 0117.50 CASE MOUNTING PLATE SCREWS

LEVEL
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1/16" THK. SHIM (IF REQ'D)

FRONT VIEW

(DOOR & TOP PIVOT)
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FINISH
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FLOOR

       SET CEMENT CASE FLUSH WITH FINISHED FLOOR

TO MAINTAIN CLEARANCE, USE ONE 
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UNDER THE ARM & BLOCK IN POSITION
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STOP
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