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0147-1.5 PIVOT SET

1-1/2" OFFSET PIVOT SET - SINGLE ACTING

L0117-1.5 PIVOT SET

E019-1.5 PIVOT

0117.5-1.5 Pivot Set
For Steel or Wood doors up to 48" wide &
weighing up to 450 Ibs.
For up to 3 hours fire rated door-standard
1 0180-1.5 Top pivot
2 0117.5-1.5 Door Leaf into door,S.S.
3 Floor, mortise cement
case mount
S.S.(heavy duty)
4 019-1.5* Intermediate Pivot (req'd.)
Specify Handing - LH or RH

L0117-1.5 Pivot Set
For Steel or Wood doors up to 48" wide &
weighing up to 500 Ibs.
For up to 3 hours fire rated door-standard
1 L0180-1.5 Top pivot
2 L0117-1.5 Door Leaf into door,S.S.
3 Floor, mortise cement
case mount
S.S.(heavy duty)
4 L019-1.5* Intermediate Pivot(req'd.)
Specify Handing - LH or RH

0147-1.5 Pivot Set

For Steel or Wood doors up to 48" wide &

weighing up to 350 Ib.

For up to 3 hours fire rated door-standard

1 0180-1.5 Top pivot

2 0147-1.5 Door Leaf into door,S.S.

3 Bottom Leaf on Floor
S.S.(heavy duty needle bearing)

4 019-1.5* Intermediate Pivot(required)

Specify Handing - LH or RH

E019-1.5 Intermediate Pivot

For Steel or Wood doors up to 48" wide &

weighing up to 350 Ib.

For up to 3 hours fire rated door-standard

1 0180-1.5 Top pivot

2 0147-1.5 Door Leaf into door,S.S.

3 Bottom Leaf on Floor

S.S.(heavy duty needle bearing)

4 EO019-1.5 Electrified Intermediate
Pivot (electrical power
transfer from frame to door
(8) 30 AWG wires)

Specify Handing - LH or RH

* Use of 019/L019 Intermediate Pivot(s)
as needed. Door size & Weight Capacity
of Pivot set are dependent on use of
Intermediate Pivot(s). (order separately)
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