
1000/1000ADJ HOLD-OPEN CONVERSION

TO DISASSEMBLE REMOVE END PLUG FROM NON-SPRING END ONLY
9000/9000ADJ HOLD-OPEN CONVERSION
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ITEM QTY DESCRIPTION

CONVERSION PART LIST FOR MODELS 1000/1000ADJ/9000/9000ADJ

CHANNEL HOLD-OPEN ASSEMBLY11

HOLD-OPEN TENSION SCREW-L.H. THREAD12
3/16 DIA. X .940 LONG PIN13
CAM HOLD-OPEN LEVER14
HOLD-OPEN TENSION SPRING15
HOLD-OPEN TENSION PLATE16
10-32 X 1/4" SCREWS27

8 0 END PLUG (NOT SUPPLIED)
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9 1 CONTROL KNOB (1000 & 1000A ONLY)
10 1 10-32 X 1" SCREW (1000 & 1000A ONLY)
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INSTALLED UNITS MUST BE REMOVED FROM DOOR

SIDE VIEW

HOLD OPEN ADJUSTMENT SCREW

HOLD OPEN ADJUSTMENT SCREW

SIDE VIEW

1000HO-KIT CONCEALED

9000HO-KIT SURFACE

TO DISASSEMBLE REMOVE END PLUG FROM NON-SPRING END ONLY
INSTALLED UNITS MUST BE REMOVED FROM DOOR

COUNTER CLOCKWISE DECREASES TENSION
CLOCKWISE INCREASES TENSION

ADJUST THIS SCREW,
TO ADJUST HOLD OPEN FUNCTION

COUNTER CLOCKWISE DECREASES TENSION
CLOCKWISE INCREASES TENSION

ADJUST THIS SCREW,
TO ADJUST HOLD OPEN FUNCTION


