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1863P COMBINATION FLUSH BOLT SET

 CONSTANT LATCHING TOP & AUTOMATIC LATCHING BOTTOM,

METAL DOOR APPLICATION

SCREW DETAILS:

#8 - 32 x 3/8" UNC - FLAT COUNTERSUNK HEAD MACHINE SCREW, TOTAL 2 PCS.

#8 - 32 x 3/4" AB - UNDERCUT FLAT COUNTERSUNK HEAD, DUAL PURPOSE MACHINE/TAPPING SCREW, TOTAL 8 PCS.

MINIMUM CLEARANCE REQUIRED

FOR BOLT HOUSING
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STRIKE

(2) #8 x 3/4" AB

TOP BOLT SHOWN

NOTE:

WHEN TWO POINT LATCH ENGAGING

ACTION IS REQUIRED, IT IS

RECOMMENDED THAT ONE CONSTANT

SELF LATCHING FLUSH BOLT BE USED

WITH ONE AUTOMATIC FLUSH BOLT.

CONSTANT LATCHING FLUSH BOLT

SHOULD BE INSTALLED AT THE TOP OF

THE DOOR & THE AUTOMATIC LATCHING

FLUSH BOLT BE MOUNTED AT BOTTOM OF

DOOR.

NOTE:

THE SHORT SCREWS ARE SEATED INTO THE HOLES OF THE

BOLT HOUSING AS SHOWN MARKED "X", WHERE FACES THE

BOLT EXTENSION ROD.

.03" SHIM (OPTIONAL)

ACTIVE DOOR STRIKE

(2) #8 x 3/4" AB

FRAME &

SILL STRIKE

(2) #8 x 3/4" AB

REVERSIBLE TOP & BOTTOM

BOLT HEAD GUIDE

(2) #8 x 3/4" AB

1/2" SQUARE

BOTTOM BOLT SHOWN

SCREW DETAILS:

#8 - 32 x 3/8" UNC - FLAT COUNTERSUNK HEAD MACHINE SCREW, TOTAL 2 PCS.

#8 - 32 x 3/4" AB - UNDERCUT FLAT COUNTERSUNK HEAD, DUAL PURPOSE MACHINE/TAPPING SCREW, TOTAL 8 PCS.
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SELF LATCHING FLUSH BOLT BE USED

WITH ONE AUTOMATIC FLUSH BOLT.

CONSTANT LATCHING FLUSH BOLT

SHOULD BE INSTALLED AT THE TOP OF

THE DOOR & THE AUTOMATIC LATCHING

FLUSH BOLT BE MOUNTED AT BOTTOM OF

DOOR.
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