1865 CONSTANT LATCHING TOP BOLT ONLY

WITH BOTTOM FIRE BOLT
(FOR METAL DOOR APPLICATION)
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REQUIRED, IT IS RECOMMENDED THAT ONE CONSTANT
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MORTISE DOOR & THE AUTOMATIC LATCHING FLUSH BOLT BE
MOUNTED AT BOTTOM OF DOOR.

INACTIVE ACTIVE
DOOR DOOR

g

< MOUNTING
AREA

1858 BOTTOM
FIRE BOLT

J

CONTEREDSUNK
FOR #8 FLAT
~— HEAD SCREW

(" N\ 1
@ Nl
L N
[N
Al
=
0‘:|-l>
o

8  pREBOLD | 17
MOUNTING o4
HOLE PATTERN

%" DIA HOLE x
3-%" DEEP MIN.

1-%," DIA HOLE
x %" DEEP MIN.

PLUG
1%4" DIA. x 1%," LONG

1-74" DIA. FACE .
17 Dl %2 ACTIVE DOOR

BOTTOM FIRE BOLT
5%4" DIA. x 3-%" LONG
FACE x %4" THICK

IMPORTANT: THE 1858 WILL PROJECT DURING A FIRE.
DO NOT COVER WITH ANY EDGE MOUNTED DOOR HARDWARE.

SCREW DETAILS: #8 - 32 x 3/8" UNC - FLAT COUNTERSUNK HEAD MACHINE SCREW, TOTAL 2 PCS.
#8 - 32 x 3/4" AB - UNDERCUT FLAT COUNTERSUNK HEAD, DUAL PURPOSE MACHINE/TAPPING SCREW, TOTAL 12 PCS.
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