
Technical specifications – Jabra Biz Series QD variants

Product name Jabra Biz 1500 QD Jabra Biz 2300 QD* Jabra Biz 2400 II QD
Packaging dimensions Master carton: 593 x 394 x 330mm 

Sales box (Plastic bag) 
Size (L x W x H): 180 x 230 x 20mm  
In inches: 7.08 x 9.05 x 0.78

Master carton: 575 x 500 x 299mm 
Eco-Box (L-shape) Size (L x W x H):  
141 x 183 x (67-33.5)mm  
In inches: 5.5 x 7.20 x 2.64

Master carton: 593 x 394 x 330mm 
QD: Eco-Box (L-shape) Size (L x W x H):  
141 x 183 x (67-33.5)mm  
In inches: 5.5 x 7.20 x 2.64

Main unit dimension Headset: L131 x H165 x W57 Headset: L141 x H183 x W67mm Headset: L141 x H183 x W67mm

Weight Mono/Duo - with cord Unit weight:  
Mono QD: 88 g / 3.10 oz  
Duo QD: 115 g / 4.05 oz 

Unit weight: 
Mono QD:  59 g / 2.08 oz  
Duo QD: 85 g / 2.99 oz

Unit weight: 
Mono QD: 61 g / 2.15 oz  
Duo QD: 87 g / 3.07 oz 

Weight Mono/Duo - without cord Unit weight:  
Mono QD: 48 g / 1.69 oz   
Duo QD: 74 g / 2.61 oz

Unit weight: 
Mono QD: 43 g / 1.52 oz  
Duo QD: 65 g / 2.29 oz 

Unit weight:  
Mono QD: 45 g / 1.57 oz
Duo QD: 70 g / 2.47 oz

What’s in the box 1. Warranty card 
2. Warning card 
3. Quick start guide 
4. Headset

1. Warranty card 
2. Warning card 
3. Quick start guide 
4. Headset

1. Warranty card 
2. Warning card 
3. Quick start guide 
4. Headset 
5. Headband (Mono QD only) 
6. Ear hook (Mono QD only) 
7. Neckband (Mono QD only) 
8. Pouch

Certifications CE, FCC, UL, cUL, EAC, RCM, KCC, 
RoHS, REACH

CE, FCC, UL, cUL, EAC, RCM, KCC, 
RoHS, REACH*

CE, FCC, UL, cUL,EAC, RCM, KCC,  
RoHS, REACH, BT 2.0 (USB BT only)*

Warranty 2 year 2 year EMEA, 1 year N/A 3 year

Headset bandwidth Yes Yes NB and WB**

Speaker size 32 x 8mm 28 x 7.8mm  NB: 30 x 8.0mm WB: 30 x 7.6mm

Speaker sensitivity 115.5dB±3dB/1mW At 1000Hz Mono: 99 dB ±3dB 
Duo: 101 dB ±3dB

NB Mono & Duo: 10 dB Pa/V ±3dB 
WB Mono & Duo: 8 dB Pa/V ±3dB

Speaker impedance Duo:150Ω±15%/1000Hz/1.0V 
Mono:300Ω±15%/1000Hz/1.0V 

Mono:300Ω ±15 %/1kHz/ 1.0V 
Duo:150Ω±15%/1kHz/1.0V QD WB 

NB Mono:300Ω ±15 %/1kHz/ 1.0V 
NB Duo:150Ω±15%/1kHz/1.0V 
WB Mono:300Ω ±15 %/1kHz/ 1.0V 
WB Duo:150Ω±15%/1kHz/1.0V

Speaker max input power 30mW 20mW 20mW

Speaker frequency range 20Hz – 4.5kHz 150Hz to 4500Hz NB: 100Hz to 4500Hz WB: 150Hz – 6800Hz

Microphone type Uni-Directional Microphone Uni-Directional Microphone Uni-Directional Microphone

Microphone sensitivity -32 to -28 dB@f=1kHz, Pin=1Pa, 
0dB=1V/Pa

-30 dB V/Pa ±2dB, Pin=1Pa, 0dB=1V/Pa STD NC: -30 dB V/Pa ±3dB, Pin=1Pa, 0dB=1V/Pa 
STD UNC: -28 dB V/Pa ±3dB, Pin=1Pa, 0dB=1V/Pa

Microphone frequency range 1 – 5kHz 100Hz – 10000Hz 100Hz – 8000Hz

Additional information
Speaker bandwidth music mode 20Hz – 4.5kHz 150Hz to 4500Hz NB: 100Hz to 4500Hz WB: 150Hz – 6800Hz

Speaker bandwidth speak mode 20Hz – 4.5kHz 150Hz to 4500Hz NB: 100Hz to 4500Hz WB: 150Hz – 6800Hz

Microphone bandwidth 1 – 5kHz 100Hz – 10000Hz 100Hz – 8000Hz

Cord length 95cm 107.5cm 100cm

Operating temperature Not specified Not specified -10˚C to + 50˚

Jabra.com/bizseries

* Using the Jabra Biz 2300 QD Wideband Mono/Duo or Jabra Biz 2400 II Mono/Duo together with Jabra Link 260 MS you get a headset solution that meets Skype for Business standard.
** Variant dependent.

 Jabra Biz Series – Technical specifications



SKU number Description UPC EAN
1513-0154 Jabra Biz 1500 Mono QD EMEA N/A 5706991018974

1513-0157 Jabra Biz 1500 Mono QD NA/APAC 706487013150 5706991018981

1519-0154 Jabra Biz 1500 Duo QD EMEA N/A 5706991018998

1519-0157 Jabra Biz 1500 Duo QD NA/APAC 706487013167 5706991019001

2303-820-105 Jabra Biz 2300 Mono, NC 706487014430 5706991016444

2303-820-104 Jabra Biz 2300 Mono, NC 706487014423 5706991016437

2303-825-109 Jabra Biz 2300 Mono, NC, Bal 706487014447 5706991016451

2309-820-104 Jabraa Biz 2300 Duo, NC 706487014461 5706991016468

2309-820-105 Jabra Biz 2300 II Duo NC std. 706487014461 5706991016475

2309-825-109 Jabra Biz 2300 Duo, NC, Bal 706487014393 5706991016406

2403-820-205 Jabra Biz 2400 II Mono, NC std. 706487015567 5706991017656

2406-820-205 Jabra Biz 2400 II Mono, 3-1 NC std. 706487015574 5706991017663

2409-820-205 Jabra Biz 2400 II Duo NC std. 706487015581 5706991017670

2406-820-204 Jabra Biz 2400 II Mono, 3-1 NC std. 706487015543 5706991017632

2409-820-204 Jabra Biz 2400 II Duo NC std. 706487015550 5706991017649

2486-820-209 Jabra Biz 2400 II Mono 3-1, NC std. WB 706487015611 5706991017700

2489-820-209 Jabra Biz 2400 II Duo NC std. WB 706487011910 5706991013061

2486-825-209 Jabra Biz 2400 II Mono 3-1, NC std. WB balanced 706487015635 5706991017724

2489-825-209 Jabra Biz 2400 II Duo, NC std. WB balanced 706487015642 5706991017731

2406-720-209 Jabra Biz 2400 II Mono 3-1, UNC std. 706487015598 5706991017687

2409-720-209 Jabra Biz 2400 II Duo, UNC std. 706487015604 5706991017694

Technical specifications – Jabra Biz Series QD variants

Product name Jabra Biz 1500 QD Jabra Biz 2300 QD Jabra Biz 2400 II QD
Material used PC/ABS, Luran PC/ABS, Luran PC/ABS, Luran

Features Noise cancel Mic 
Flexible (bendable) microphone  
boom arm construction 
Foam ear cushion(s) 
Leatherette(s) available as extra accessory 
All day wearing comfort 
Strong durability

Noise cancel Mic 
Flexible (bendable) microphone  
boom arm construction 
Foam and leatherette(s) ear cushion(s) 
All day wearing comfort 
Strong durability

Noise cancel Mic 
Flexible (bendable) microphone  
boom arm construction 
Leatherette ear cushion(s) 
All day wearing comfort 
Strong durability

Hybrid wideband speaker  
for QD (up to 4.500Hz)

Hybrid wideband speaker  
for QD (up to 4.500Hz)

True wideband speaker for WB SKUs  
(up to 6800 Hz)
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© 2022 GN Audio A/S. All rights reserved.
® Jabra is a registered trademark of GN Audio A/S.

The Bluetooth® word mark and logos are registered trademarks owned by the
Bluetooth SIG, Inc. and any use of such marks by GN Audio A/S is under license.


